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GYS Startium 980E - 12/24v Battery Charger / Booster
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FCA Approved

Innovation to Multi-VVoltage Battery Charging / Boosting

Official Distributors for

ZENITH Goscan Mo S0



CHARGER
STARTER

STARTIUM 980E

G Ref. 026506

INVEST IN THE FUTURE

STARTIUM 980E is a Starter Charger that is able to charge AGM/Gel (Stop/Start) Liquid batteries and

to safely start modern vehicles.
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Charge all battery types: Select the charging curve for the battery
type - Liquid, Gel, AGM - or if this is not known select the Universal
Mode which will ensure a safe change for any of these battery types.
Choose from 4 charging outputs, 5A, 15A, 20A and 40A.

20-750 Ah
20-525 Ah

Charge to 100% safely: The advanced multi-stage charger will
charge to 100% and does not require supervision or the battery to
be removed from the vehicle. At the end of the charge the charger
enters a float mode to maintain the battery at 100%.

Smart: This device permanently analyses the health of the battery
and automatically adjusts the output voltage. The voltage and the
percentage of charge are displayed in real time on the digital screen.

Protection for the vehicle electronics: No need to disconnect the
battery from the vehicle. No risk of sparks, there is no voltage to the
clamps when they are not connected to a battery.

Charging a deeply discharged battery: The STARTIUM can charge
batteries discharged to as low as 1V. This is not possible if the battery
is damaged.

TIMER : Function which permits safe charging when charging deeply
discharge batteries (< 1V).

SOS RECOVERY : Enables the recovery of sulphated batteries.
Automatic start: The device will automatically start sending current
to the battery when the starter function of the car is being activated.
The remote control is not required anymore.

Smart start: The STARTIUM 980E will automatically detect damaged

or badly sulphated batteries. In this event it will not deliver current in
order to protect the vehicle electronics.

ADDITIONAL FEATURES

© Auto restart defaulting to the last settings used.
© Alternator test function to aid fault finding.

© Fault codes displayed on the digital screen for simple
troubleshooting.
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12V 20-750Ah 3+Boost+Start 5-20-40-(50 boost)
230V 16A 2 kW
24V 20-525Ah  3+Boost+Start  5-15-30-(35 boost)
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Delivered with :
«2.5m Cables
« Insulated clamps

Test Alternator
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